
Bianco 370 SA DV Semi Automatic Bandsaw

Semiautomatic band saw machine equipped with bow
and vice movement at hydraulic control, automatic fast
up/down bow movement controlled by feeler pin and
cutting progress with infinitesimal adjustment. Twin-
column vertical descent. The machine has double safety
button for cycle start and low voltage electrical system
according to EC rules. The machine’s design combined
with the technical features grant high precision and
absolute reliability.
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Features

Quick mitring swivel head up to 60°
Fast cutting
Cast bow construction
Swarf brush
Carbide blade guides for high accuracy
2 speed motor
Coolant System
Blade tension indicator
Hydraulic cutting with variable pressure and variable
speed
Fast approach with auto bow height return setting

Technical Specification

MODEL 370 SA DV

Capacity  90° 45°  60°

- Round mm 300 210 110

- Square mm 300 210 110

- Rectangular mm 350 x 260 210 x 260 110 x 150

Blade Size mm 3270 x 27 x 0.9

Cutting Speed m/min 40/80

Motor Kw 1.5

Length mm 1490

Width mm 1560

Height mm 1830

Weight Kg 590

Operation Automatic

Vice Powered

Options

Mechanical bundle clamping device 
Hydraulic bundle clamping device 
Frequency conveter
Dry cooling device 
Adjustable vice pressure
Blade deflection control device 


